DIS Direct

Data-Driven Direct Mail Solutions

Equipment & Capabilities

Zirkon 6611 Mini-Web with inline

G7 Certified

Size: 26.5” x 17.75” (17.795” cut-off)

Maximum Roll Width: 26.5”

Minimum Roll Width: 12”

Maximum Print Area: 25.75” x17.295”

Max Stock Thickness: 10pt

Printing Units: 6

Imaging: Simplex and Duplex inkjet — (6) 4.25” Kodak Versamark Heads
Re-moist: Any Shape

Perf Capabilities: 90 degree or continuous in cut-off direction
1 in 4 out Ribbon Deck

4 Plows

Hot Melt and Cold Glue

In-line die cutter

Pre-Press

Fuji XMF workflow

Offline Services

FlowMaster inserters with read/write capabilities
Kodak Versamark imaging — Simplex and Duplex
MBO Folding Equipment

Hot Melt and Cold Glue

Kirk Rudy Mail Bases

Wafer Sealing

Mail Sortation

Hand Work Fulfillment

Seamless Acceptance

Mail Anywhere approved.

Data Services

BCC Mail Manager Software (Pre-Sort, NCOA, Cass-Certification)
GMC PrintNet Software

Intelligent Mail Barcoding

Data Manipulation and Conversion




